
型号 SCA50K-T SCA60K-T

直流输入

最大直流输入电压 1100V

工作电压范围 200-1000V

开启电压/功率 250V/100W

额定直流输入电压 600V

MPPT数量 4 4

每路MPPT最大直流输入路数 2 2/2/3/3

最大直流输入电流 40A

最大短路电流 50A

交流输出

额定交流输出功率 50kW 60kW

最大交流输出功率 55kVA 66kVA

额定交流输出电压 380 / 400V

输出电压范围* 277-520V

电网连接形式 3Φ / N / PE

最大交流输出电流 83.6A 100.3A

额定输出频率 50 / 60Hz

输出频率范围* 45-55 / 55-65Hz

功率因子 ±0.8 ( 可调 )

电流谐波失真度 < 3%

交流断路类型 -

系统参数

拓扑结构 无变压器

最大效率 98.5%

中国效率 98.0%

夜间损耗 < 6W

环境参数

防护等级 IP66

冷却方式 智能风冷

操作温度 -25°C - 60°C

操作湿度 0 - 100%

操作海拔 4000m

显示与通信

显示 LED+ APP（蓝牙）

通信 RS485/4G

结构参数

尺寸 (WxHxD) 700*505*275mm

重量 <60kg

直流端子类型 MC4 (最大 6mm²)

交流端子类型 OT/DT 端子（最大 70mm²）

* “ 输出电压范围”、” 输出频率范围” 可能有所不同, 取决于特定国家电网标准。
* 规格仅供参考，如有变化以本公司最新资料为准，恕不另行通知

CPS 50/60kW

预估参数



Model Name SCA50K-T-EU SCA60K-T-EU

DC Input

Max. DC Voltage 1100V

MPPT Operating Voltage Range 200-1000V

Start Voltage 250V/100W

Rated DC Voltage 600V

Number of MPPT 4 4

Number of DC Connection Sets per MPPT 2 2/2/3/3

Max. input current per MPPT 40A

Max. DC short-circuit current per MPPT 50A

AC Output

Rated AC Power 50kW 60kW

Max. AC Power 55kVA 66kVA

Rated AC Voltage 380 / 400V

AC Voltage Range* 277 - 520V

Grid Connection Type 3Φ / N / PE

Max. AC Current 83.6A 100.3A

Grid Frequency 50 / 60Hz

Grid Frequency Range* 45-55 / 55-65Hz

Power Factor (cosφ) ±0.8 (adjustable)

Current THD < 3%

AC Disconnection Type -

System Data

Topology Transformerless

Max. Efficiency 98.5%

Euro Efficiency 98.0%

Consumption at Night < 6W

Environment Data

Ingress Protection IP66

Cooling Method Cooling Fans

Operating Temperature -25oC to +60oC

Ambient Humidity 0 - 100%

Altitude 4000m

Display and Communication

Display LED + APP (Bluetooth)

Communication RS485 /  WiFi

Mechanical Data

Dimensions (W*H*D) 700*505*275mm

Weight < 60kg

DC Connection Type MC4 (Max. 6 mm²)

AC Connection Type OT/DT Terminal (Max.70 mm²)
* “AC Voltage Range” and “Grid Frequency Range” may be differ according to specific grid codes.
Please consult the local sales staff for detailed certification.

CPS 50/60kW-EU

Preliminary


